Linksys Standard

(*xx|[3469]11|0|00|[2-9]xxxxxxx|1xxx[2-9]xxxxxxS0|xxxxxxxxxxxx.)

Dial Plan


Description


Linksys SPA94x IP Phone

Dial Plan
*xxS0

Description
Feature codes which is dialled immediately after the 2nd digit.

Dial Plan
*8S0

Description
Call Pickup

Dial Plan
[2345]xxS0

Description
3 digit extension numbers beginning with 2,3,4, or 5. The 3xx numbers are reserved for system wide speed dials. The 9 cannot be used as it used as an outside line code.

Dial Plan
9000S0

Description
Triple 0 Emergency Calls

Dial Plan
<0:90>[234789]xxxxxx.S0

Description
When a number is dialled the leading 0 will be replaced by 90. This is used for when the Linksys phone dials using LCR (Last Call Received)

Dial Plan
9[4689]xxxxxxxS0

Description
New South Wales numbers

Dial Plan
9[4689]xxxxxxxS0

Description
Victoria and Tasmania numbers

Dial Plan
9[357]xxxxxxxS0

Description
Queensland numbers

Dial Plan
9[4689]xxxxxxxS0

Description
South Australia, Northern Territiry and Western Australia numbers

Dial Plan
91800xxxxxxS0

Description
1800 numbers

Dial Plan
91300xxxxxxS0

Description
1300 numbers

Dial Plan
913[1-9]xxxS0

Description
13 numbers

Dial Plan
912xxxxS0

Description
12 numbers

Dial Plan
90[23478]xxxxxxxxS0

Description
STD numbers

Dial Plan
90011xxxxxx.S0

Description
International numbers

Dial Plan
888S0

Description
Zap Barge In

Dial Plan
909xxxxxxS0

Description
Bi Way internal numbers

Dial Plan
6[1-9]xxxS0

Description
Additional inter PABX numbers

Dial Plan
190xxxxxxx!

Description
When 190 numbers are dialled they are not permitted. The ! causes barring of the number.
9 Outside Line

NSW

(*xxS0|*8S0|[12345]xxS0|9000S0|<0:90>[1234789]xxxxxx.S0|9[4689]xxxxxxxS0|91800xxxxxxS0|91300xxxxxxS0|913[1-9]xxxS0|912xxxxS0|90[123478]xxxxxxxxS0|90011xxxxxx.S0|888S0|8xxxS0|909xxxxxxS0|6[1-9]xxxS0|9190xxxxxxx!)

NSW with 900 series extension numbers

This plan can be used but there will be a slight delay when dialling internal 9xx numbers

(*xxS0|*8S0|[123459]xx.S0|9000S0|<0:90>[1234789]xxxxxx.S0|9[4689]xxxxxxxS0|91800xxxxxxS0|91300xxxxxxS0|913[1-9]xxxS0|912xxxxS0|90[123478]xxxxxxxxS0|90011xxxxxx.S0|888S0|8xxxS0|909xxxxxxS0|6[1-9]xxxS0|9190xxxxxxx!)

0 Outside Line

NSW

(*xxS0|[12459]xxS0|0000S0|<0:00>[1234789|0[4689]xxxxxxxS0|01800xxxxxxS0|01300xxxxxxS0|013[1-9]xxxS0|00[123478]xxxxxxxxS0|00011xxxxxx.|888S0|8xxxS0|009xxxxxxS0|6[123456789]xxxS0)

No Outside Line Access Number

NSW

(*xxS0|*8S0|[123459]xx.S0|000S0|[4689]xxxxxxxS0|1800xxxxxxS0|1300xxxxxxS0|13[1-9]xxxS0|12xxxxS0|0[123478]xxxxxxxxS0|0011xxxxxx.S0|888S0|8xxxS0|09xxxxxxS0|6[1-9]xxxS0

Asterisk Standard Dial Plan SPA2000

(*xxS0|[24578]xxS0|9000S0|9[3456789]xxxxxxxS0|913[1-9]xxxS0|91300xxxxxxS0|91800xxxxxxS0|

90[23478]xxxxxxxxS0|90011xxxxxx.|888S0|8xxxS0|909xxxxxxS0|6[123456789]xxxS0)

Use Asterisk to set local dial plan –

NSW add to trunk 02+[4689]XXXXXXX so when local numbers dialed it adds 02 to the number.

VIC add to trunk 03+[4689]XXXXXXX so when local numbers dialed it adds 03 to the number.

QLD add to trunk 07+[357]XXXXXXX so when local numbers dialed it adds 07 to the number.

SPA2000 without Asterisk

NSW

(*xxS0|000S0|<:02>[4689]xxxxxxxS0|13[1-9]xxx S0|1300xxxxxxS0|1800xxxxxxS0|0[3478]xxxxxxxxS0|0011xxxxxx.|09xxxxxxS0)

VIC

(*xxS0|000S0|<:03>[4689]xxxxxxxS0|13[1-9]xxx S0|1300xxxxxxS0|1800xxxxxxS0|0[2478]xxxxxxxxS0|0011xxxxxx.|09xxxxxxS0)

QLD

(*xxS0|000S0|<:07>[345]xxxxxxxS0|1313[1-9]xxx S0|1300xxxxxxS0|1800xxxxxxS0|0[2348]xxxxxxxxS0|0011xxxxxx.|09xxxxxxS0)

SPA3000 without Asterisk

QLD

(000S0<:@gw0>|1223S0<:@gw0>|1800xxxxxxxS0<:@gw0>|1300xxxxxxS0<:gw0>|13[1-9]xxx S0<:@gw0>|190xxxxxxxS0<:@gw0>|<:07>[345]xxxxxxxS0|<#,:>xx.<:@gw0>|xx.)

NSW

(000S0<:@gw0>|1223S0<:@gw0>|1800xxxxxxxS0<:@gw0>|1300xxxxxxS0<:gw0>|13[1-9]xxx S0<:@gw0>|190xxxxxxxS0<:@gw0>|<:02>[4689]xxxxxxxS0|0[23478]xxxxxxxxS0|<#,:>xx.<:@gw0>|xx.)

VIC

(000S0<:@gw0>|1223S0<:@gw0>|1800xxxxxxxS0<:@gw0>|1300xxxxxxS0<:gw0>|13[1-9]xxx S0<:@gw0>|190xxxxxxxS0<:@gw0>|<:03>[589]xxxxxxxS0|<#,:>xx.<:@gw0>|xx.)

SPA3102 without Asterisk

NSW

(*xx.|000S0<:@gw0>|0011xx.|<02>[4689]xxxxxxxS0|<03>[4689]xxxxxxxS0|0[14]xxxxxxxxS0|07[3-5]xxxxxxxS0|08[6-9]xxxxxxxS0|12xxxxS0<:@gw0|13[1-9]xxxS0<:@gw0|1[38]00xxxxxxS0<:@gw0|<#9, >xx.<:@gw0>)

SPA3102 with Asterisk

NSW

(*xxS0|000S0<:@gw0>|90011xx.S0|9[4689]xxxxxxxS0|90[13478]xxxxxxxxS0|91[38]00xxxxxxS0<:@gw0|1900xxxxxx!|912xxxxS0<:@gw0|913[1-9]xxxS0<:@gw0|<#9, >xx.<:@gw0>)
Dial plans can be a bit tricky to master at first, but offer great flexibility when you understand them. Here is an explanation of the sipura spa dial plan structure, and sample dial plans.

Common notations
() opening and closing brackets - the entire dial plan string is enclosed in brackets.
| each dial plan is separated from the next by the pipe |, but the first and last part of the dial plan only have an opening and closing bracket respectively.

The dial plan can include specific individual keys 0 to 9 (inclusive), * and #
x any numeric digit from 0 to 9
. repetition eg x. means any numeric digit (x) repeated 0 or more times.

Other things:
Substitution: replace 03 with 613 by writing <03:613>

Outside line: inset a comma , between digits for an outside line dial tone eg 9,03xxxxxxxx means dial 9 then you will get an outside dial tone until you press 0.

Barring numbers: put a ! at the end of a sequence to prevent it being dialed.

Immediate dial S0 - (capital S zero) immediately dial the numbers after you've matched the dial plan sequence. For example: 000S0

Gateways Spa 3k only: dial out through a gateway by adding <:@gw1> to the dial plan for gateway 1; or <:@gw0> for gateway 0 (PSTN) etc

Limited choice 1 If your dial plan contains [579]xxx then it will match with any four digit sequence starting with either 5, 7 or 9

Limited choice 2 If your dial plan contains [5-9]xxx then it will match with any four digit sequence starting with either 5, 6, 7, 8 or 9

Simple dial plan:
(000S0<:@gw0>|<#9:>xx.<​ :@gw0>|<0:61>xxxxxxxxx|<​ :613>xxxxxxxx|<:03>[23567​ ]xxxxxxx<:@gw2>)

Explanation:
000S0<:@gw0> This will dial 000 by the PSTN gateway (Spa3k only) immediately after you've pressed the third zero.

<#9:>xx.<:@gw0> You dial #9 then any phone number and it will dial the phone number through the PSTN gateway (over the POTS line) - Spa3k only

<0:61>xxxxxxxxx You dial, for example, 02 9678 5555 and the unit will convert this to 612 9678 5555 and dial out over Line 1 (voip)

<:613>xxxxxxxx You dial, for example, 9678 5555 and the unit will convert this to 613 9678 5555 and dial out over Line 1 (voip).

<:03>[23567]xxxxxxx<:@gw2>​ (Spa3k only) You dial, for example 5678 5678 and the unit will convert this to 03 5678 5678 and dial out through gateway 2 (which you will have set up with another provider). This sequence will only match when you dial a number that starts with either 2,3,5,6 or 7.

A more complex dial plan
(000S0<:@gw0>|<#9:>xx.<​ :@gw0>|<0:61>[23][89​ ]xxxxxxx|<:613>[89]xxxxxxx|<​ 026:6126>[12]xxxxxxx|<073:6173>​ xxxxxxx|<08:618>[67]xxxxxxx|<​ 088:6188>[1-4]xxxxxx|<089:6189>​ [2-4]xxxxxx|<04:614>xxxxxxxx|<​ 0011:>xx.|<1800:611800>xx.|<​ 13:6113>xx.|89[89]060xx.|<:03>​ [23567]xxxxxxx<:@gw2>|0[2378​ ][2-7]xxxxxxx<:@gw2>|<#2:>​ xx.<:<@gw2>|<060:0661>​ ​ xxxxxxxxx|<06:06613>xxxxxxxx|<​ 090:0961>xxxxxxxxx|<09:09613>​ xxxxxxxx|<090011:>xx.|<#1​ 13:0516113>xx.<:@gw1>|<​ #10:05161>xx​ xxxxxxxS0<:@gw1|<#1:051613>​ ​ [5-9]xxxxxxxS0<:@gw1)

<0:61>[23][89​ ]xxxxxxx 

does this mean that if u dial (02 or 03) followed by (8 or 9), and then 7 other numbers, only then will it place a "61" on the front instead of 0?

